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Photographs are not to scale and are not true representations of the products in question. 
For current information go to our website. If not otherwise specified, all values relating to the product are nominal values.
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FLEXIMARK® 
Cable Marking Systems

 Material:  Stainless Steel SS2348 (AISI-316)  Maximum Temperature:  500°C

MR Character 
Strips:

page 612

NM Character 
Holders:
page 611

 Dimensions:
 - Tie head:  10 x 15 x 5 mm (W x L x H)

 Material:  Stainless steel (AISI-316)

 Maximum Temperature:  -80°C to 539°C

MR Character 
Strips:

page 612

NM Character 
Holders:
page 611

Stainless Steel

FLEXIMARK® LD Cable Ties
Stainless Steel Cable Ties for FLEXIMARK® NM Holders

FLEXIMARK® LD stainless steel cable ties are for use with FLEXIMARK® NM steel 
character holders.

FLEXIMARK® LS steel cable ties are suitable for use with FLEXIMARK® NM character 
holders (82 and 106 mm lengths only). These cable ties are self-locking, making it 
quick and easy to install. Stainless steel construction makes these ties suitable for 
applications in extreme environmental conditions.

FLEXIMARK® LS Cable Ties
Self-Locking Stainless Steel Cable Ties for FLEXIMARK® NM Holders

Part  
Number

Length x Width Bundle 
Diameter

Min. Tensile 
Strength Standard 

Pack Size
(inches) (mm) (mm) (N/mm2)

61812950 7.87 x 0.181 200 x 4.6 51 45.3 100
61812960 14.17 x 0.181 360 x 4.6 102 45.3 100
61812970 20.47 x 0.181 520 x 4.6 152 45.3 100
61812980 26.75 x 0.181 679 x 4.6 203 45.3 100
61812990 33.01 x 0.181 838 x 4.6 254 45.3 100
61813000 7.87 x 0.311 200 x 7.9 51 113.3 100

Part  
Number

Length x Width Bundle 
Diameter

Min. Tensile 
Strength Standard 

Pack Size
(inches) (mm) (mm) (N/mm2)

61813010 14.17 x 0.311 360 x 7.9 102 113.3 100
61813020 19.7 x 0.311 500 x 7.9 152 113.3 100
61813030 26.75 x 0.311 679 x 7.9 203 113.3 100
61813040 33.01 x 0.311 838 x 7.9 254 113.3 100
61813050 40.03 x 0.311 1016 x 7.9 305 113.3 100

Part  
Number

Length x Width Bundle 
Diameter

Min. Tensile 
Strength Standard 

Pack Size
(inches) (mm) (mm) (N/mm2)

83280048 5.988 x 0.276 152 x 7 48 1120 100


