
FQ PURE 450/750 V
Halogen-free connection cable for pipes, ducts and etc.

 

DESCRIPTION
Halogen-free stranded connection cable for retraction in pipes, ducts and cabinets. Also available twisted version.

STANDARDS, CERTIFICATIONS AND APPROVALS

  
SS-EN 50525-3-31 Construction standard

Cable marking example DRAKA FQ-PURE/H07Z1-R 1.5 LSZH
Conductor material Copper
Core insulation material Low smoke zero halogen
Reaction-to-fire class (acc. EN 13501-6) Dca
Smoke development class (acc. EN 13501-6) s2
Euro class flaming droplets/particles (acc. EN 13501-6) d2
Euro class acidity (acc. EN 13501-6) a1

Product name Colour outer
sheath

Outer diameter
[mm]

Cable weight
[kg/km]

Delivery length
[m] Packaging External article

code

FQ PURE 1,5 BLÅ Blue 2.9 100 0435172

FQ PURE 1,5 BRUN Brown 2.9 100 0435182

FQ PURE 1,5 GRÅ Grey 2.9 100 0435142

FQ PURE 1,5
ORANGE Orange 2.9 100 0435102

FQ PURE 1,5 RÖD Red 2.9 100 0435132

FQ PURE 1,5 SVART Black 2.9 100 0435122

FQ PURE 1,5 VIT White 2.9 100 0435112

FQ PURE 1,5 G/G Green/yellow 2.9 100 0435192

FQ PURE 2,5 BLÅ Blue 3.6 100 0435372

FQ PURE 2,5 BRUN Brown 3.6 100 0435382

FQ PURE 2,5 GRÅ Grey 3.6 100 0435342

FQ PURE 2,5
ORANGE Orange 3.6 100 0435302

FQ PURE 2,5 SVART Black 3.6 100 0435322

FQ PURE 2,5 VIT White 3.6 100 0435312

FQ PURE 2,5 G/G Green/yellow 3.6 100 0435392

Prysmian Group Sverige AB, Vallgatan 5, SE-571 88 Nässjö, Sverige 
We reserve the right to change as a result of product development and/or changes in
product standard
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