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Device carriers for data equipment and mounting plates

Properties:
-  Metal mounting plate for data equipment with installation  

opening: 20.4 x 27.7 mm, e.g. R&M

GTVDM022

Mounting plate

Designation PU Order no.

Mounting plate data 2-f RJ45 20.4x27.7 1 GTVDM022

Properties:
-  Metal mounting plate for data equipment with installation  

opening: 19.5/21.7 x 14.85 mm, e.g. BRT

GTVDM032

Mounting plate

Designation PU Order no.

Mounting plate data 2-f RJ45 19.5x14.85 1 GTVDM032

Properties:
-  Metal mounting plate for data equipment with installation  

opening: 19.5/21.7 x 14.85 mm, e.g. BRT

GTVDM033

Mounting plate

Designation PU Order no.

Mounting plate data 3-f RJ45 19.5x14.85 1 GTVDM033

Properties:
-  Metal mounting plate for data equipment with installation  

opening: 19.5/21.7 x 14.85 mm, e.g. BRT 

GTVDM034

Mounting plate

Designation PU Order no.

Mounting plate data 4-f RJ45 19.5x14.85 1 GTVDM034

Properties:
-  Metal mounting plate for data equipment with installation  

opening: 17.2 x 18.3 mm, e.g. Lexcom 

GTVDM042

Mounting plate

Designation PU Order no.

Mounting plate data 2-f RJ45 17.2x18.3 1 GTVDM042

Properties:
-  Mounting plate, double, metal, for accommodating data equipment  

with installation opening: 20.1 x 14.8 mm e.g. AMP

Mounting plate

Designation PU Order no.

Mounting plate GTVD2/300 2xRJ45 20,1x14,8 1 GTVDM052

Properties:
-  Mounting plate, triple, metal, for accommodating data equipment  

with installation opening: 20.1 x 14.8 mm e.g. AMP

GTVDM053

Mounting plate

Designation PU Order no.

Mounting plate GTVD2/300 3xRJ45 20,1x14,8 1 GTVDM053

GTVDM052


