
Datasheet | SLC1205IP   

SLC MiniOne Fixed IP Ø25 mm Black 165lm 2700K Ra>90
Without driver IP65 45°
SLC MiniOne Fixed IP is a stylish mini-downlight with high lumen output and a narrow beam angle designed
for decorative lighting. IP65 (Front) / IP21 (Back).

Electrical
Input 3V

Current 700 mA

Control type Without driver

Expected lifetime (25°C) 50 000 hours

Light reduction (25°C) L90B10

Operating temperature (Ta) -10°C ~ +45°C

Insulation class Class III

Light technic
Luminous flux 165 lm

Efficacy 55 lm/W

Colour temperature 2700K

Colour rendering (CRI/Ra) Ra>90

MacAdam (SDCM) 3

Beam angle fixed 45 °

Optics Lens Optics
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Mechanical
Installation Innfelt,Recessed

Can be installed directly into the
insulation

Yes

Material, main Aluminium

Material, optics Plastic

IP class IP65

Color Black

Dimensions
Cut-out Ø25 mm

Height 18 mm

Width 32 mm

Diameter 32 mm

The Light Group AS,  Mjåvannsvegen 175, 4628 Kristiansand
t: +49 (0) 511 - 807 486 10 - info@tlg.no - tlg.no

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

